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SCMPB03/SCMPB04
One/Two Position Analog I/O Backpanels
Description
The SCMPB03 and SCMPB04 are single and dual channel mounting 
panels for the SCM5B modules. Both are intended for DIN rail mounting.
See Figures 9 and 10 for wiring diagrams, Figure 11 for schematic.
The following accessories are required for mounting one SCMPB03/04 
panel (Figure 8): 

 Qty     Model   Description
    1     SCMXBEFE  Base element with snap foot 

 2     SCMXSE  Side element 
The following accessories are required for mounting two or more 
SCMPB03/04 panels: 

 Qty     Model   Description
     2     SCMXBEFE  Base element with snap foot 

 2     SCMXSE  Side element 
 �� panels���    S&0;B(  Base element without snap foot 
 �� x �� panels����    S&0;9S  &onnection pins 

The following DIN rail styles are available. Specify length in meters ��;;� 
 SCMXRAIL1-XX  DIN EN 50022-35x7.5 (slotted steel) 
 SCMXRAIL2-XX  DIN EN 50035-G32 (slotted steel) 
 SCMXRAIL3-XX  DIN EN 50022-35x15 (slotted steel)

F i g u r e  8 :  D I N  R a i l  M o u n t i n g  E l e m e n t s

Specifications
Operating Temperature
Relative Humidity

 ±���& to ����&
 95% Noncondensing

Interface Connector:
   Field
   System

 high density screw clamp, 14 AWG max
 high density screw clamp, 14 AWG max

Isolation:
   Input-to-Output
   Channel-to-Channel

1500Vrms continuous, max
1500Vrms continuous, max

Ordering Information
Part Number Description
SCMPB03

SCMPB03-2

SCMPB04

SCMPB04-1

SCMPB04-2

SCMPB04-3

Single channel bacNpanel. No mounting hardware included.

Single channel bacNpanel with DIN rail mounting hardware.
Shipped fully assembled.

Dual channel bacNpanel. No mounting hardware included.

Dual channel bacNpanel without cold Munction compensation
circuits. Use when cost savings is desired and thermocouple
input modules S&0�B�� and S&0PB�� will not be used. No
mounting hardware included.

Dual channel bacNpanel with DIN rail mounting hardware.
Shipped fully assembled.

Dual channel bacNpanel without cold Munction compensation
circuits and with DIN rail mounting hardware. Shipped fully
assembled.

F i g u r e  9 :  S C M P B 0 3  A n a l o g  I / O  B a ckp a n e l

F i g u r e  1 0 :  S C M P B 0 4  A n a l o g  I / O  B a ckp a n e l
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F i g u r e  1 1 :  S C M P B 0 3 / S C M P B 0 4 / S C M P B 0 7  S ch e m a t i c

N O T E S :
1 .  Ju m p e r s Jn  a r e  o n  S C M P B 0 7
o n l y .  F a ct o r y i n st a l l e d .
2 .  Ju m p e r  Jm  i s f a ct o r y i n st a l l e d
and is a 0Ω resistor.
3 .  S C M X C JC  a r e  C JC
t e m p e r a t u r e  se n s o r s.
4 .  R e si st o r s S C M X R 1  a r e
o p t i o n a l  I / V  co n ve r si o n
r e si st o r s f o r  cu r r e n t  i n p u t s,  n o t
f a ct o r y i n st a l l e d .
5 .  F u se  i s o n  S C M P B 0 7  o n l y .
6 .  S e e  b a ckp a n e l  d r a w i n g s f o r
t e r m i n a l  b l o ck p o si t i o n s a n d
t e r m i n a l  a ssi g n m e n t s.




